
 

Description/Application/Properties 

SAE 5W-30 FD is a fully synthetic high performance engine oil from the latest generation. The fuel-

efficient, low-viscosity engine oil optimizes fuel consumption and ensures the long-lasting performance 

of your engine with or without turbocharger.  

SAE 5W-30 FD is recommended for modern gasoline and turbo diesel engines.  

It provides high lubricity, especially during cold start-up conditions, excellent viscosity over the entire 

temperature range, ensures optimal wear protection of engine parts.  

SAE 5W-30 FD is suitable for engines with or without extended oil change intervals. 

 

Specification/Recommendation 

Meets The Requirements of: 

API SN/CF, ILSAC GF-5 

MB229.5, VW 50200/50500, Renault RN710/700, Ford WSS-M2C 913-D , Ford WSS-M2C 913-C, 

FIAT 9.55535-G1, Citroën, Daihatsu, GM, Honda, Hyundai, Isuzu, Jaguar, Kia, Land Rover, Mazda, 

Mitsubishi, Nissan, Rover/MG, Subaru, Suzuki, Toyota, Peugeot 

PRO-TEC PREMIUM SN 5W-30 

TEST UNIT TEST METHOD RESULT 
VISCOSITY GRADE - SAE 300 5 W 30 

DENSITY AT 15°C kg/mᶟ ASTM D 4052 854.1 

VISCOSITY AT 40°C mm²/s ASTM D 445 65.64 

VISCOSITY AT 100°C mm²/s ASTM D 445 11.4 

VISCOSITY INDEX - ASTM D 2270 172 

FLASH POINT °C ASTM D 92 235 

POUR POINT °C ASTM D 97 -39 

PHOSPHOROUS PPM ASTM D 4951 Less than 800 

 

Customer Benefits 

Manufacturers standards, resistance to oxidation, Engine protection and Cleanliness, Easier cold starts 

and Fluidity: Its exceptional fluidity reduces friction and therefore creates significant fuel savings and 

reduces CO emissions. 

 


